
G
C

 C
o

lu
m

n
s
 a

n
d

 A
c
c
e
s
s
o

ri
e
s

Th
er

m
o 

S
ci

en
ti

fi c
 C

hr
om

at
og

ra
ph

y 
C

ol
um

ns
 a

nd
 C

on
su

m
ab

le
s 

 2
01

4-
20

15

3-090

GC Septa
Quality materials for all applications

BTO Septa
• Low bleed septa - ideal for MS 

applications

• Excellent mechanical properties

• Maximum temperature 400°C

TR-Green Septa
• Long injection lifetime

• Low injection port adhesion

• Maximum temperature 400°C

Marathon Septa
• Pre-pierced for reliable performance

• Up to 400 injections per septa

• Maximum temperature 400°C

TR-Blue Septa
• General purpose septa

• Easy to penetrate

• Maximum temperature 200-250°C

Septa

Material ID (mm) Cat. No. Quantity

BTO 9 31303240 50 Pack

BTO 11 31303233 50 Pack

BTO 11.5 31303230 50 Pack

BTO 12.7 31303228 50 Pack

BTO 17 31303211 50 Pack

TR-Green 9 313G3240 50 Pack

TR-Green 11 313G3230 50 Pack

TR-Green 12 313G3228 50 Pack

TR-Green 17 313G3211 50 Pack

Marathon 9 313P3240 50 Pack

Marathon 11 313P3233 50 Pack

Marathon 11.5 313P3230 50 Pack

Marathon 17 313P3211 50 Pack

TR-Blue 9 313B3240 50 Pack

TR-Blue 11 313B3233 50 Pack

TR-Blue 11.5 313B3230 50 Pack

TR-Blue 17 313B3211 50 Pack


